
Temperature 
resistance is a 
critical aspect 
of any security 
solution and 
should be 
considered 
when choosing 
a camera. Whether it is rain, ice, 
snow, or heat an outdoor surveillance 
camera is often up against extreme 
weather conditions which can cause 
components to fail or freeze. Humidity 
can also cause component damage 
such as condensation on the inside of 
the camera during warm temperatures, 
and frost in cooler conditions.

The ArcticPro Series of extreme-
environment cameras combine 
temperature-tolerant components 
with a waterproof enclosure to 
ensure flawless operation in 
temperatures as low as –40°F 
(–40°C). 

To be sure you are specifying the right 
temperature rated camera, Dahua 
datasheets specify a minimum and 
maximum operating temperature, as 
well as a storage temperature range. 
Extensive tests are performed to ensure 
devices meet climate conditions. 
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ArcticPro Series

The map above indicates the coldest temperature recorded in North America, according to the 
National Oceanic and Atmospheric Administration (NOAA).



Specialty Series

Model
DH-IPC-HDBW-
4231FN-E2-M

DH-IPC-
HDW8341XN-3D

DH-IPC-PDB-
W8800N-A180

DH-IPC-PF-
W8601N-H-A180

DH-PS-
DW81642M-A360

Resolution 2x2MP 2x3MP 4x2MP 3x2MP 8x2MP + 4MP 40x

Lens
2.8mm, Basic Star-
light, WDR 120dB

   4.1-16.4mm
3.0mm, Starlight, 

DWDR
3.6mm, Starlight, 

WDR 120dB
8x5mm + 

5.6–223mm

IR LEDs up to 66ft up to 164ft up to 98ft up to 98ft up to 1312ft

Network PTZ Series

Model Lens IR LEDs Extras

8M
P

8A840WANF 40x, 5.6-223mm 1640ft
Starlight, WDR 120dB, 

Perimeter Protection, Face 
Recognition

5M
P

6AE530UNI 30x, 6-180mm 656ft DWDR

4M
P

59430UNI 30x, 4.5-135mm 328ft

WDR 120dB50430UNI 30x, 4.5-135mm —

6C430UNI 30x, 4.5-135mm 328ft

6CE445XANR 45x, 3.95-177.75mm 820ft
Starlight, WDR 120dB, 
Perimeter Protection

2M
P

40212TNI 12x, 5.3-64mm — Starlight, WDR 120dB

DH-SD40A212TN-HNI 12x, 5.3-61.2mm — WDR 120dB

49225TNI 25x, 4.8-120mm 328ft

Starlight, WDR 120dB

50230UNI-A 30x, 4.5-135mm —

6CE230UNI 30x, 4.5-135mm 656ft

59230UNI 30x, 4.5-135mm 492ft

6AE240VNI 40x, 4.5-180mm 656ft Starlight, Ultra WDR 140dB

6AL245UNI 45x, 3.95-177.7mm 1804ft Starlight, WDR 120dB

HD-PTZ19240VN-IRB-N 40x, 4.5-180mm 984ft Starlight, Ultra WDR 140dB

8MP Series 

Lens 
Options

IR Range Extras

Bullet Options

DH-IPC-HFW-
5831EN-Z5E

7mm 
~35mm

328ft

WDR 
120dBN85CB5Z 2.7-12mm 164ft

N84CB34 4mm 131ft

Dome Options

DH-IPC-HDB-
W5831EN-Z5E

7mm 
~35mm

328ft

WDR
120dB

N85CL5Z 2.7-12mm 164ft

N84CL54 4mm 98ft

N84CL52 2.8mm 98ft

Eyeball Options

N84CG54 4mm
164ft

WDR 
120dB

N84CG52 2.8mm

5MP Series 

Lens 
Options

IR Range Extras

Bullet Options

N53AF5Z / 
N52BF3Z

2.7-
13.5mm

197ft

WDR 
120dBN53AB52 2.8mm 164ft

N51BD22 2.8mm 98ft

Dome Options

N52BM3Z 2.7-13.5mm 98ft

WDR
120dB

N53AL52 2.8mm 164ft

N51BL22 2.8mm 98ft

Eyeball Options

N53AJ5Z 2.7-13.5mm 131ft

WDR
120dB

N53AJ52 2.8mm 164ft

N51BI22 2.8mm 98ft

Lens 
Options

Extras
Resolution/

WDR

Bullet Options

N45EF63 3.6mm

Perimeter 
Protection, 

People 
Counting

4MP, 
WDR 

120dB

DH-IPC-HF-
W4239TN-

ASE
3.6mm —

2MP, 
WDR 

120dB

Dome Options

N45EM63 3.6mm

Perimeter 
Protection, 

People 
Counting

4MP, 
WDR 

120dB

12MP Series

Lens 
Options

IR Range Extras

Options

NK8BL7Z

4.1-16.4mm 164ft

DWDR
NK8BA4

Lens sold 
separate

—

4MP Series

Lens 
Options

IR Range Extras

Bullet Options

N45DB7Z 2.7-12mm 164ft

WDR 
120dB, 

Perimeter 
Protection, 

People 
Counting

N45CB5Z 2.7-13.5mm 164ft

WDR
120dB

N44CB33 3.6mm 131ft

N41BD22 2.8mm 98ft

Dome Options

N45DL7Z 2.7- 12mm 148ft WDR 
120dB, 

Perimeter 
Protection, 

People 
CountingN45DM62 2.8mm 85ft

N45CL5Z 
-B for Black option

2.7-13.5mm 164ft
WDR

120dB
N44CL52
N44CL53

2.8mm
3.6mm

98ft

Eyeball Options

N44CG52 
-B for Black option

2.8mm 164ft
WDR

120dB
N44CG53 3.6mm 164ft

2MP Series 

Lens 
Options

IR Range Extras

Bullet Options

N28BB7Z
4.1-

16.4mm

164ft WDR 
120dBN25CB5Z

2.7-
13.5mm

N24CB33 3.6mm 131ft

Dome Options

N28BL7Z
4.1-

16.4mm
164ft

WDR 
120dB

N25CL5Z
2.7-

13.5mm
164ft

N25CL5Z
2.7-

13.5mm
164ft

N24CL52 2.8mm 98ft

N24BN52 2.8mm 65ft

N22AL12 2.8mm 98ft DWDR

Eyeball Options

N24CG52 2.8mm 164ft
WDR 

120dB

4MP Face Recognition

Lens 
Options

IR Range Extras

Bullet Option

DH-IPC-HF-
W7442HN-

ZFR
2.7-12mm 164ft

Starlight, 
Ultra WDR 

140dB

Dome Option

DH-IPC-HD-
BW7442HN-

ZFR
2.7-12mm 131ft

Starlight, 
Ultra WDR 

140dB

Dahua’s ArcticPro portfolio offers a wide range 
of fixed, vari-focal, specialty and PTZ cameras 
to meet temperatures down to -40ºF (-40ºC).

*Body styles may vary slightly by model number.
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